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Owners Manual 

Please read carefully! 
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Parts List - Hardware: 

Please verify that all parts and hardware are included before beginning. 
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Otv Part# Description 

3 ~ WB002 1/4" brass washer 
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Otv Part# Description 

1 WN001 1/4" nylon washer 
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Part# 


Description 
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MA001 


10/32 x 1/4" set screws 
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Otv Part# 


Description 


4 4900F 


miter bar adj. plugs 
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Part# 


Description 
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5786 


3/32" alien wrench 



Otv Part# 

1 MF037 



Description 

10-24 x 5/8" Flat Head 
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Otv Part# 


Description 


1 WB001 


3/16" Brass washer 




Otv Part# Description 

2 HB020 1/4-20 x 3/4" hex hd. bolt 
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Otv Part# 

2 5536 



Description 

1/4-20 Brass knob 




Otv Part# 

2 4900G 



Description 

T-slot washer 
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Otv Part# 

2 MF001 



Description 

10-24 x 5/16" Flat Head 



© 



Otv Part# 

1 MT005 



Description 

10-24x3/8" Pan Head 




Otv Part# 

1 4900K 



Description 

Indexing Knob Holder 
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Otv Part# 

1 4908A 



Description 

Pointer 



Otv Part# Description 

1 5595D Handle, 4" tall 1/4-20 with stud 
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BEFORE BEGINNING 

The Deluxe Miter Gauge is a precision tool and should be handled and 
cared for as such. It is very important that the miter slot is parallel to the saw 
blade for this, or any other miter gauge to work properly. 

MITER BAR PLUGS 

Install the four miter bar adjustment plugs (4900F) and (4) 10/32 x 1/4" 
set screws (MA001) in the four holes in the edge of the miter bar. See fig. 1. 
The holes are larger on one side of the bar, to accept the miter bar plugs, and 
they are threaded on the opposite side for the set screws. Carefully install the 
four set screws in the four threaded holes using the 3/32" alien wrench, 
(5786) provided. Install the four plugs in the holes opposite the set screws. 
The plugs should slip snugly into the holes. Using the set screws, adjust the 
plugs so that the miter bar slides easily, but without any sloppiness. 

If the plugs fit too loose place a drop of oil or grease in the plug hole. 
This will cause the plug to swell and tighten in the hole. 

T-SLOT WASHERS 

The two T-slot washers (4900G) are countersunk on both sides. This 
allows them to be reversed for mounting on a Powermatic, Delta or a compa- 
rable table saw. Install them on the front of the miter bar using the 10-24 x 
5/16" screw. (MF001) For a Powermatic saw, put the wide side of the washer 
against the bar. For a Delta saw, put the narrow side of the washer against 
the bar. See fig. 2. It may be left off if your saw does not have a T-slot, or if 
the washer will not fit the T-slot in your saw. The rear washer is covered 
under the next section. 

POINTER INSTALLATION 

Depending on if you use a rear T-slot washer or not, your setup will dif- 
fer slightly. 

For use WITHOUT a rear T-slot washer, 
thread a 10-24 x 3/8" screw (MT005) into the 
bottom-rear of the bar. Slide the pointer (N- 
4908 A) on the screw, followed by a brass wash- 
er (WB001). Thread the hex shaped end of the 
Indexing Knob Holder onto the screw. (4900K). 
See fig. 3A 

For use WITH a rear T-slot washer, insert 
a 10-24 x 5/8" screw (MF037) into the T-slot 
washer (4900G), then thread the screw into the 
bottom-rear of the bar. Slide the pointer 
(4908A) on the screw, followed by a brass 
washer (WB001). Thread the hex shaped end of 
the Indexing Knob Holder onto the screw. 
(4900K). See fig. 3B 

With the indexing pin installed in the 90° position, 
move the pointer so it is on the center of the scribe line in 
the head. Carefully tighten the Indexing Knob Holder while 
holding the screw underneath.. 



THE MITER HANDLE 

The miter handle installs through the curved slot in the 
miter head and into the miter bar. Place the nylon washer 
(WN001) against the miter gauge head, followed by a 1/4" 
brass washer (WB002) and finally the 4" long miter handle 
with stud (5595D). See fig. 4 
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Fig. 1 Plug and Set Screws 



Fig. 2 T-slot Washers 





Handle Installation 
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THE INDEXING KNOB 

The indexing knob (5535, pre-installed for shipping) fits 
through an indexing hole (select the angle you desire) in the miter 
gauge head. We have installed bronze bushings for wear purposes 
at the most common angle locations. When using an indexing hole 
to set an angle, you will need to loosen the miter handle and 
remove the indexing knob. Re-install the indexing knob and tight- 
en the miter handle after changing to the new angle setting. See 
fig. 5. When not used for indexing, screw the indexing knob into 
the Indexing Knob Holder at the back of miter bar. 

When you can't use the indexing knob to index the miter 
gauge head, set the head to the desired angle and tighten the miter 
handle to lock the head in place. Set and check the angle settings 
by reading against the miter head and only the edge of the miter 
bar with the set screws. The opposite edge has the adjustment 
plugs and these may throw your reading off. An optional accessory 
is our 956 MiterMatic II. It has several angles not covered by the 
indexing holes in our miter gauge and makes setups for these less 
common angles a snap. 

TRACK HARDWARE 

Use the two brass knobs (5536), two 3/4" hex bolts (HB020) 
and remaining two 1/4" brass washers (WB002) to attach a Deluxe 
or Ultra Track (sold separately) to the miter gauge head. See fig. 6. 
Otherwise you can attach a wooden miter fence (not provided) 
using two wood screws (not provided). 

MAINTENANCE 

Periodically remove and lubricate the stud the Miter Gauge 
head pivots on, and the indexing knob, to insure smooth operation. 

OTHER ACCESSORIES 

Be sure to check out the other accessories; Deluxe Track, 
Track Connector, Track Extension, Box & Tenon Jig, Angle Head, 
Curved Stop, MiterMatic II, etc. that can add to this Deluxe Miter 
Gauges' versatility and increase your productivity. See figs. 7 & 8. 
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Fig. 5 Setting Angles 




